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(*) 400Vx3 / 50Hz
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(*) Unidad Exterior Haier
Haier Outdoor Unit 

2

Sensores Temperatura (**)
Temperature Sensors (**)

1 2 3 4 5PE L1L2

Power supply

1 2 3 4 5 6 1 2
L1 L M H N Out4 Out3 Out2 Out1

3 4 5 6

Comp
On/OffStatus

7 8
Alarm

P Q A1 1
B1 2
G 3

12V 4
A2 5
B2 6
G 7

12V 8

IN1 1
G2 2
IN2 3

G2 1
IN5 2
G2 3
IN6 4
G2 5
IN7 6

Fan Speed output Fan Defrost Heat Cool
CN8 G CN3 G CN14 G

CN15

CN12 G 

CN22 

CN16 G 1 2
0-10V

CN42 G 

PMVPMV

LEV1 LEV2
CN10-1R CN10-R 

TC1TC2Tai
CN18-GR CN19-B CN20-GR 

Haier KIT
AH1-xxxB

Air
Curtain

VRF
7

10, 12, 13
16,17,19,20,23
24, 25, 26, 29

29, 30, 34

AH1-070B
AH1-140B

AK1-280B

AH1-560B

KIT

Ajuste capacidad Ud. Interior
Inside Unit Capacity

Off On On On
On Off On On

On On On Off

Off On On On

Anti-cold OnPlan D On On

VRF control

1
2
3
4

Closed=ON
On/Off

Open=OFF

 (*) Disponible en 230Vx1 según modelo de unidad exterior
 (*) Available 230Vx1 depending to the outdoor unit model

 (**) Sensores de temperatura ya instalados en la bateria expansión directa

 (**) Temperature sensors already installed in the direct expansion coil

 La cortina, el control Slave y el Kit-DX deben estar en un radio de 10m (señales libres de potencial)

 Air curtain, Slave DX controller and Kit-DX cannot be seppareted more than 10m (free voltage signals)

Sonda de alta presión, líquido (Tubo capilar)

Temperature detection sensor: Ambient
Control Haier

Unidad Exterior
Outdoor Unit

Sensor detección temperatura: Ambiente
High pressure and liquid sensor (Capillary pipe)

Sonda de baja presión, gas (Tubo grande)
Low pressure and gas sensor (Big pipe)

Haier control
Señal de Defrost

Fan outlet
Apagado

Salida ventilador
Defrost signal

Off

Gas

Liquid
TC1

TC2

Room
Tai

Capilar

K1230x1

Outdoor Unit CN15
P, Q

Regleta
Connector

Thermistor CN18

Wired

Defrost

Fan

Gas TC1
Thermistor
Liquid TC2
Thermistor
Room Tai

Controller

CN19

CN20

CN12
ABG12V

CN8
L1

CN3
Out3

On/Off CN16
In5

No incluido
Not included 

Incluido
Included 

 No incluido
 Not included 
 No incluido

 Not included 
 No incluido

 Not included 
 No incluido

 Not included 

Incluido
Included 
Incluido

Included 

Máximo 10m longitud
Maximum lenght 10m

Cable/Wire
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230Vx1 / 50Hz 
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Attention, the air curtain must not work in cold mode

Configurar frío en NO

RJ11 

Advanced PRO Control

C
Curtain

23 1

 Closed door
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When the FAN input is active this
icon is lit + EXT

Indicates the
actual speed

ºC

Indicates the current
room temperature
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C
o

m

 Open door

When DEFROST is active, the
fan icon and speed icon flashes.
It is possible to choose between
speed 1 or 0.

Dx Slave system =P2 program

EXT 

Fan 

Defrost
GND

R
J1

1

ESQUEMA ELÉCTRICO CORTINA DE AIRE

Air Curtain Wiring Diagram

Cortina aire con Bomba de Calor - 1 Unidad exterior Haier VRF  sólo calefacción control ADVANCED PRO RJ11 

Heat Pump air curtain - VRF Haier outdoor unit  only heating RJ11 ADVANCED PRO control
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GN 

BK YE  BK

Fan
3 2 1

0-10V -
Alarm

Wh Gy

Ventiladores EC
EC Fans
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230Vx1 / 50Hz

Q

Cortina de aire

Conexiones

Air Curtain

Connections

230Vx1
 Addon 230V (HP) 

C

Placa potencia
Powerboard

P9

Batería expansión directa
DX direct expansion coil
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 Run
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1.5A max
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